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COMPLIANCE REQUIREMENTS FOR THE 
EMISSION RATE WITH ADD-ON CON-
TROLS OPTION 

§ 63.4340 By what date must I conduct 
performance tests and other initial 
compliance demonstrations? 

(a) New and reconstructed affected 
sources. For a new or reconstructed af-
fected source, you must meet the re-
quirements of paragraphs (a)(1) 
through (4) of this section. 

(1) All emission capture systems, 
add-on control devices, and CPMS must 
be installed and operating no later 
than the applicable compliance date 
specified in § 63.4283. Except for solvent 
recovery systems for which you con-
duct liquid-liquid material balances ac-
cording to § 63.4341(e)(5) or (f)(5), you 
must conduct a performance test of 
each capture system and add-on con-
trol device according to the procedures 
in §§ 63.4360, 63.4361, and 63.4362, and es-
tablish the operating limits required 
by § 63.4292, within 180 days of the appli-
cable compliance date specified in 
§ 63.4283. For a solvent recovery system 
for which you conduct liquid-liquid 
material balances according to 
§ 63.4341(e)(5) or (f)(5), you must initiate 
the first material balance no later than 
the applicable compliance date speci-
fied in § 63.4283. 

(2) You must develop and begin im-
plementing the work practice plan re-
quired by § 63.4293 no later than the 
compliance date specified in § 63.4283. 

(3) You must complete the compli-
ance demonstration for the initial 
compliance period according to the re-
quirements of § 63.4341. The initial com-
pliance period begins on the applicable 
compliance date specified in § 63.4283 
and ends on the last day of the 12th full 
month after the compliance date, or 
the date you conduct the performance 
tests of the emission capture systems 
and add-on control devices, or initiate 
the first liquid-liquid material balance 
for a solvent recovery system, which-
ever is later. The initial compliance 
demonstration includes the results of 
emission capture system and add-on 
control device performance tests con-
ducted according to §§ 63.4360, 63.4361, 
and 63.4362; results of liquid-liquid ma-
terial balances conducted according to 
§ 63.4341(e)(5) or (f)(5); calculations ac-

cording to § 63.4341 and supporting doc-
umentation showing that during the 
initial compliance period the organic 
HAP emission rate was equal to or less 
than the applicable emission limit in 
Table 1 to this subpart; the operating 
limits established during the perform-
ance tests and the results of the con-
tinuous parameter monitoring required 
by § 63.4364; and documentation of 
whether you developed and imple-
mented the work practice plan required 
by § 63.4293. 

(4) You do not need to comply with 
the operating limits for the emission 
capture system and add-on control de-
vice required by § 63.4292 until after you 
have completed the performance tests 
specified in paragraph (a)(1) of this sec-
tion. Instead, you must maintain a log 
detailing the operation and mainte-
nance of the emission capture system, 
add-on control device, and continuous 
parameter monitors during the period 
between the compliance date and the 
performance test. You must begin com-
plying with the operating limits for 
your affected source on the date you 
complete the performance tests speci-
fied in paragraph (a)(1) of this section. 
This requirement does not apply to sol-
vent recovery systems for which you 
conduct liquid-liquid material balances 
according to the requirements of 
§ 63.4341(e)(5) or (f)(5). 

(b) Existing sources. For an existing 
affected source, you must meet the re-
quirements of paragraphs (b)(1) 
through (3) of this section. 

(1) All emission capture systems, 
add-on control devices, and CPMS must 
be installed and operating no later 
than the applicable compliance date 
specified in § 63.4283. Except for solvent 
recovery systems for which you con-
duct liquid-liquid material balances ac-
cording to § 63.4341(e)(5) or (f)(5), you 
must conduct a performance test of 
each capture system and add-on con-
trol device according to the procedures 
in §§ 63.4360, 63.4361, and 63.4362, and es-
tablish the operating limits required 
by § 63.4292, within 180 days of the com-
pliance date specified in § 63.4283. For a 
solvent recovery system for which you 
conduct liquid-liquid material balances 
according to § 63.4341(e)(5) or (f)(5), you 
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must initiate the first material bal-
ance no later than the compliance date 
specified in § 63.4283. 

(2) You must develop and begin im-
plementing the work practice plan re-
quired by § 63.4293 no later than the 
compliance date specified in § 63.4283. 

(3) You must complete the compli-
ance demonstration for the initial 
compliance period according to the re-
quirements of § 63.4341. The initial com-
pliance period begins on the applicable 
compliance date specified in § 63.4283 
and ends on the last day of the 12th full 
month after the compliance date. The 
initial compliance demonstration in-
cludes the results of emission capture 
system and add-on control device per-
formance tests conducted according to 
§§ 63.4360, 63.4361, and 63.4362; results of 
liquid-liquid material balances con-
ducted according to § 63.4341(e)(5) or 
(f)(5); calculations according to § 63.4561 
and supporting documentation showing 
that during the initial compliance pe-
riod the organic HAP emission rate 
was equal to or less than the applicable 
emission limit in Table 1 to this sub-
part; the operating limits established 
during the performance tests and the 
results of the continuous parameter 
monitoring required by § 63.4364; and 
documentation of whether you devel-
oped and implemented the work prac-
tice plan required by § 63.4293. 

§ 63.4341 How do I demonstrate initial 
compliance? 

(a) You may use the emission rate 
with add-on controls option for any in-
dividual web coating/printing oper-
ation, for any group of web coating/ 
printing operations in the affected 
source, or for all of the web coating/ 
printing operations in the affected 
source. You may include both con-
trolled and uncontrolled web coating/ 
printing operations in a group for 
which you use this option. You must 
use either the compliant material op-
tion, the emission rate without add-on 
controls option, the organic HAP over-
all control efficiency option, or the ox-
idizer outlet organic HAP concentra-
tion option for any web coating/print-
ing operation in the affected source for 
which you do not use the emission rate 
with add-on controls option. To dem-
onstrate initial compliance, any web 

coating/printing operation for which 
you use the emission rate with add-on 
controls option must meet the applica-
ble emission limitations in Table 1 to 
this subpart, and in §§ 63.4292 and 
63.4293. You must meet all the require-
ments of paragraphs (a), (c), (d), and (e) 
of this section. When calculating the 
organic HAP emission rate according 
to this section, do not include any 
coating, printing, thinning, or cleaning 
materials applied on web coating/print-
ing operations for which you use the 
compliant material option, the emis-
sion rate without add-on controls op-
tion, the organic HAP overall control 
efficiency option, or the oxidizer outlet 
organic HAP concentration option. 
You do not need to redetermine the 
mass of organic HAP in coating, print-
ing, thinning, or cleaning materials 
that have been reclaimed onsite and re-
used in the web coating/printing oper-
ation(s) for which you use the emission 
rate with add-on control option. 

(b) You may use the emission rate 
with add-on controls option for any in-
dividual dyeing/finishing operation, for 
any group of dyeing/finishing oper-
ations in the affected source, or for all 
of the dyeing/finishing operations in 
the affected source. You may include 
both controlled and uncontrolled dye-
ing/finishing operations in a group for 
which you use this option. You must 
use either the compliant material op-
tion or the emission rate without add- 
on controls option for any dyeing/fin-
ishing operation in the affected source 
for which you do not use the emission 
rate with add-on controls option. You 
may not use the emission rate with 
add-on controls option for any dyeing/ 
finishing operation in a dyeing/fin-
ishing affected source for which you 
use the equivalent emission rate op-
tion. To demonstrate initial compli-
ance, any dyeing/finishing operation 
for which you use the emission rate 
with add-on controls option must meet 
the applicable emission limitations in 
Table 1 to this subpart, and in §§ 63.4292 
and 63.4293. You must meet all the re-
quirements of paragraphs (b), (c), (d), 
and (f) this section. When calculating 
the organic HAP emission rate accord-
ing to this section, do not include any 
dyeing or finishing materials applied 
on dyeing/finishing operations for 
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